
TIMER
FOR ELECTRICIAN

MOUNTING HARDWARE 

4" x 4" DEEP SQUARE BOX
SUPPLIED BY CONTRACTOR

SINGLE GANG MUD RING (PLASTER
RING) SUPPLIED BY CONTRACTOR

TIMER

        ENSURE THE SYSTEM IS GROUNDED 

ELECTRICAL ROUGH-IN 

6/17/99

- 1/2" CONDUIT IF ONLY
  ONE ROLL IS USED
- 3/4" CONDUIT IF 2 OR 3
  ROLLS ARE USED

CONDUIT TO
POWER SOURCE

WARMING SYSTEM

4" x 4" DEEP SQUARE BOX 
WITH SINGLE GANG MUD
RING FOR CONNECTION
TO THERMOSTAT

BRAIDED GROUND SHEATH 

COLD LEAD 

BLACK WIRE

RED 240V
or

YELLOW 120V

HOT 

YELLOW
120V

BLACK

GROUND

FROM POWER SOURCE 120V

NEUTRAL  

WIRING DIAGRAM
FOR 120V TWIN TEMPZONE WITH

PLS750C PROGRAMMABLE TIMER

 Installation Support  •  (800) 875-5285 • www.WarmlyYours.com

LINE
(BLACK)

ISOLATE THE YELLOW 3-WAY WIRE
FROM THE OTHER WIRES USING
A SOLDERLESS CONNECTOR.

NEUTRAL
(WHITE)

LOAD
(BLUE)

On

GROUND
(GREEN)


